	TDI-Brooks International
	Enter in NS5 Quality module as a drill

& in ship’s log
	Vessel: 
	

	NS5 Drill #
	
	Emergency Drill
	

	
	Confined Space
	

	Date: 
	
	
	Start Time:  
	

	Conducted By (print name): 
	Brooks McCall only
	End Time:
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	Suggested Topics     

	46 CFR 148.86 (a) & (b)

(a) Except in an emergency, no person may enter a confined space unless that space has been tested to ensure there is sufficient oxygen to support life. If the oxygen content is below 19.5 percent, the space must be ventilated and retested before entry.

(b) In an emergency, a confined space may be entered by a trained person wearing self-contained breathing apparatus (SCBA), suitable protective clothing (PPE) as necessary, and a wire rope safety line tended by a trained person outside the hold or in an adjacent space. Emergency entry into a confined space must be supervised by a responsible person as defined in §148.3 of this part.

 Additional TDI requirement:

Stand-by rescuer in full scba gear ready to enter space for rescue                                                



	Summarize today’s drill scenario:

Example (Fire in engine room, fixed CO2 activated, fire extinguished and Chief Engineer needs to inspect area for damage.  Assume hazardous atmosphere.)
Summarize crew performance and lessons learned:



	Drill today was a ______ tabletop drill   ______  full dress out/ act out drill

If a tabletop, why was a full drill not conducted?




